
HOW TO ORDER

RTD & Thermocouple Extension Wire

AWG.
NO.

Type of 

wire

Part

Number
MAX.

Temp.
InsulationCalibration

J
 +Iron

- Constantan

XWJ-20-PP
XWJ-20s-PP
XWJ-20-PP-TS
XWJ-24s-PP

Black Polyvinyl 20
20
20
24

solid
stranded
Twisted shielded

stranded

20
20
20
16

solid
stranded
Twisted shielded

solid

XWT-20-PP
XWT-20s-PP
XWT-20-PP-TS
XWT-16-PP

220°F
105°C

T
+ Copper

- Constantan

XWE-16-PP
XWE-18s-PP
XWE-20-PP
XWE-24s-PP

16
18
20
24

solid
stranded
solid
stranded

20
20
20
24

solid
stranded
Twisted shielded

stranded

XWK-20-PP
XWK-20s-PP
XWK-20-PP-TS
XWK-24s-PP

Blue Polyvinyl
212°F
100°C

Purple Polyvinyl

Yellow Polyvinyl

E

K

+ Chromel
- Constantan

+ Chromel
- Alumel

220°F
105°C

220°F
105°C

positive wire, White

negative wire, Red

positive wire, Blue

negative wire, Red

positive wire, Purple

negative wire, Red

positive wire, Yellow

negative wire, Red

R/S

RTD

Thermistor

Copper
Aloy

220°F
105°C

220°F
105°C

Glass

Polyvinyl

20
24
16
20

solid
solid
solid
solid

XWRS-20-GG
XWRS-24-GG
XWRS-16-PP
XWRS-20-PP

White
Polyvinyl

24
24
24

stranded (2)
stranded (3)
stranded (4)

XW2CD-24-PP
XW3CD-24-PP
XW4CD-24PP

(2) = 2 conductors         (3) = 3 conductors            (4) = 4 conductors

Nickel Plated
Cooper

900°F
482°C

Stainless Steel Overbraid Available On Previous Page

CALL THE                     SALES OFFICE FOR MULTI-PAIR THERMOCOUPLE WIRE.

• See Page 44 For Wire Specifications.
• Other Wire Insulations Available.
• Multi-Pair Wire  available.
• Sample Part Number: XWJ-20-PP-500 
• Calls out "J" ext. wire, 20ga., Polyvinyl, 500 Ft. spool.

Temperature Tools™
1-800-TIP-TEMP

Call

1-888-TIP-FAST for

a Fast fix!

If  your not

SATISFIED

with the product

you received.......

Please give us the

opportunity to 

provide the right

one!


